SYSTEM 3 PROFILE

System Type: VACUUM/PRESSURE RAIL UNLOAD
Material: CaCo3 AND TALC
Conveying Rate: 12,000 — 14,000 LBS./HR.
No. of Sources: 1
No. of Destinations: 2
Vacuum Conveying Distances
Horizontal: 150 FT.
Verticak: 20 FT.
No. of Elbows: (6) 90 DEG.
Flexible Hose: 40 FT.
Pressure Conveying Distances
Horizontal: 150 F7.
Vertical: 30 FT.
No. of Elbows: (6) 90 DEG.
Flexible Hose: 15 FT.




SYSTEM 1 PROFILE

System Type: PRESSURE TRANSFER/SCALING

Material: CALCIUM CARBONATE

Conveying Rate: 10,800 LBS. DELIVERED IN 1 HR. 15 MIN.
No. of Sources: 1

/

No. of Destinations: 3
Conveying Distances

Horizontal: 260 FT.
Vertical: 30 FT.
No. of Elbows: (9) 90 DEG.
Flexible Hose: i0 FT.
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SYSTEM 1 PROFILE

System Type: P/D RAIL UNLOAD
Material: CALCIUM CARBONATE & TALC
Conveying Rate: 20000 LBS/HR
No. of Sources: 1
No. of Destinations: 2
Conveying Distanoes

Horizontai: 250 FT

Vertical: 75 FT

No. of Elbows: 7

Flexible Hose: 15 FT

SYSTEM 2 PROFILE
System Type: PRESSURE INPLANT

Material: CALCIUM CARBONATE & TALC
Conveying Rate: 10000 LBS/HR
No. of Sources: 3

No. of Destinations: 3
Conveying Distances
Horizontal: 330 FT
Vertical: 20 FT
No. of Elbows: 6—90 DEG
Flexible Hose: 0 FT
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SYSTEM 1 PROFILE

System Type: VACUUM
Material: CACO3, TALK, ATOMITE
Conveying Rate: 12,000 LBS./HR. AVERAGE
No. of Sources: 1
No. of Destinations: 1
Conveying Distances
Horizontal: 80 FT.
Verticak 30 FT.(5) 90—DEG. LONG RADIUS
No. of Elbows: 0 FT.
Flexible Hose:
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SYSTEM 2 PROFILE

System Type: CONTINUOUS VACUUM
Material: COPPER HYDROXIDE
4450 LBS./ HR.

Required Conveying Rate:
System Capacity: (Approximately) 4450 LBS./ HR.

(1) MATERIAL FROM COOLER
(1) 8 CARTRIDGE FILTER RECEIVER

No. of Sources:
No. of Destinations:
Conveying Distances
Horizontal: 65 FT.
Vertical: 25 FT.
No. of Elbows: (4) 90°
Flexible Hose: O FT.

2650 LBS/HR 5 LBS,
MAXIMUM MAXIMUM

SYSTEM S5 PROFILE
CONTINUOUS PRESSURE

System Type:

Material: COPPER HYDROXIDE
Conveying Rate:
No. of Sources:
No. of Destinations:

Conveying Distances
50 FT.

4000 LBS./ HR.
(3) AEROLOCK
(1) THE AGT 1500

Horizontal:
Vertical: 15 FT.
No. of Elbows:
Flexible Hose:

(5) 90°
0 FT.

. AGT 1500  /
\  BY OTHERS |

J
DISCHARGE MAX. TEMP. 181 DEGREES F

COOLER  _

RATE: 4450 LBS/HR
MAXIMUM VARIABLE SPEED
DRIVE 3 TO 30 RPM



SYSTEM 1

PROFILE

System Type:
Material: TAL
Conveying Rate:

6000 LBS./HR.

No. of Sources: 4
No. of Destinations: 2
Conveying Distances
Horizontal: 175 FT.
Vertical: 25 FT.
No. of Elbows: (4) 90 DEG
Flexible Hose: S FT.

SERIES 2400 VACUUM SEQUENCING
C
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Rail Unload >
System !

CALCIUM
CARBONATE

SYSTEM 2 PROFILE

System: Pressure

Materail: Talc BT—2207

Conveying Rate: 10,000 Ibs./hr.

Air Only Distances
horizontal/vertical: 184 ft.
elbows: 8-90 degree

Material Conveying Distances
horizontal: 362 ft.
vertical: 20 ft. SPARE
elbows: 4—90 degree
flexible hose: O ft.

Return Air Distances
horizontal: 256 ft.

vertical: 25 ft.
elbows: 5-90 degree
flexible hose: O ft.
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SYSTEM 3 PROFILE

System Type: VACUUM/PRESSURE RAIL UNLOAD
Material: CaCo3 AND TALC
Conveying Rate: 12,000 — 14,000 LBS./HR.
No. of Sources: 1
No. of Destinations: 2
Vacuum Conveying Distances
Horizontal: 150 FT.
Vertical: 20 FT.
No. of Elbows: (6) 90 DEG.
Flexible Hose: 40 FT.
Pressure Conveying Distances
Horizontal: 150 FT.
Vertical: 30 FT.
No. of Elbows: (6) 90 DEG.
Flexible Hose: 15 FT.
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SYSTEM 1 PROFILE

System Type: VACUUM
Material: CACQ3, TALK, ATOMITE
Conveying Rate: 12,000 LBS./HR. AVERAGE
No. of Sources: 1
No. of Destinations: 1
Conveying Distances
Horizontal: 80 FT.
Vertical: 30 FT.(5) 90—DEG. LONG RADIUS
No. of Elbows: 0 FT.
Flexible Hose:
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SYSTEM PROFILE —— System No. 1

System type: Pressure continuous
Material: Bentonite Clay
Conveying rate: 6000 lbs./hr.
No. of sources: 1 silo
No. of destinations: 1 aeropass hopper
Conveying distances

horizontal: 220 ft.

vertical: 20 ft.

elbows: (6) 90 deg.

flexible hose: 0 ft.
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SYSTEM PROFILE ——  System No. 2

N
2

System type: Pressure continuous
Material: Kaolin Clay
Conveying rate: 10,000 Ibs./hr.
No. of sources: 1 silo
No. of destinations: 1 of 2 aeropass hopper
Conveying distances
horizontal: 100 ft.
vertical: 25 ft.
elbows:  (5) 90 deg.
flexible hose: 12 ft.
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SYSTEM 1 PROFILE

System Type: VACUUM & PRESSURE

Material: SODA ASH

Conveying Rate: 15,000 LB/HR

VACUUM PRESSURE
3 1

No. of Sources:

No. of Destinations: 1 1
Conveying Distances
Horizontal: NONE 20 FT
Vertical: 10 FT 50 FT
No. of Elbows: NONE (4) 90 DEG
Flexible Hose: 35 FT 10 FT
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SYSTEM 1 PROFILE

System Type: VACUUM TRANSFER
Material: SODA ASH
Conveying Rate: 2,000 LBS./ HR.
No. of Sources: 1
No. of Destinations: 1
Conveying Distances
Horizontal: 15 FT
Vertical: 25 FT.
No. of Elbows: (2) 90°
Flexible Hose: 0 FT.
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SYSTEM 1

PROFILE

System Type:
Material:
Conveying Rate:
No. of Sources:
No. of Destinations:
Conveying Distances
Horizontal:
Vertical:
No. of Elbows:
Flexible Hose:

AEROPASS SCALING
GROUND LIMESTONE
6,500 LBS./HR.

1 SILO

1 OF 2 SCALE HOPPERS

175 FT.

25 FT.

g4) 90 DEG.
2 FT.
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SYSTEM 1 PROFILE

System Type: VACUUM SEQUENCING
Material: SODIUM BENZOATE
Conveying Rate: AS SHOWN

No. of Sources: 4

No. of Destinations: 4

Average Conveying Distances:
Horizontal: .
Vertical: 15 FT.
No. of Elbows: (3) 90 DEG.
Flexible Hose: 5 FT.
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	Calcium Carbonate
	Copper-Hydroxide
	Talc
	Bentonite Clay
	Kaolin Clay
	Soda Ash
	Limestone
	Sodium-Benzoate
	Burnt Wood Chips
	Clay/Carbon Blend
	Vanadium-Pentoxide
	Dolocron
	Dicalcium-Phosphate
	Silica
	Lead Oxide
	Ammonia-Sulfate
	Boric Acid

